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WBS#: 14CR.10441.1, 14CR.20441.2, 14CR.304404.2, 14CR.304422.2 Haywood County
Date: 11-30-2004
Revised:

TRAFFIC CONTROL:

Maintain traffic in accordance with Divisions 11 and 12 of the North Carolina Department of
Transportation January 2002 Standard Specifications for Roads and Structures, the latest
revisions thereto and the following provisions:

Use a lane closure (refer to North Carolina Department of Transportation January 2002 Highway
Design Branch Roadway Standard Drawings Nos. 1101.02, 1101.11, 1110.02, Detail for
1130D01 and details for the Advance Work Zone signing in contract) or a slow-moving
operation as shown in details of this contract. Use a moving operation only if the minimum
speed maintained at all times is 3 mph with no stops that narrow or close a lane of travel. If the
moving operation is progressing slower than 3 mph at any time, install a lane closure. Maintain
the existing traffic pattern at all times, except in the immediate work zone where lane closures
are allowed as determined by the Engineer.

Refer to Attached Detail(s) and North Carolina Department of Transportation January 2002
Highway Design Branch Roadway Standard Drawings Nos. 1101.02, 1101.03, 1101.05, 1101.07,
1101.11,1110.01, 1110.02, 1115.01, 1135.01, 1145.01, 1150.01, 1165.01, 1170.01 and Detail
for 1101D04 when closing a lane of travel in a stationary work zone such as pavement patching
resurfacing, or pavement marking removal, etc. Properly ballasted cones may be used instead of
drums for lane closures during daylight hours. The stationary work zone shall be a maximum of
3 miles in length at any given time unless otherwise directed by the Engineer. A "pilot vehicle"
operation may be used in conjunction with flaggers and the appropriate pilot vehicle warning
signing as directed by the Engineer. During periods of construction inactivity, return the traffic
pattern to the existing alignment and remove or cover any work zone signs. When covering work
zone signs, use an opaque material that prevents reading of the sign at night by a driver using
high beam headlights. Use material, which does not damage the sign sheeting. Replace any
obliterated markings as required by other sections of the Specifications and the Engineer.

When personnel and/or equipment are working on the shoulder adjacent to an undivided facility
and within 5 feet of an open travel lane, close the nearest open travel lane using Roadway
Standard Drawing No. 1101.02 unless the work area is protected by barrier or guardrail. When
personnel and/or equipment are working on the shoulder, adjacent to a divided facility and within
10 feet of an open travel lane, close the nearest open travel lane using Roadway Standard
Drawing No. 1101.02 unless the work area is protected by barrier or guardrail. When personnel
and/or equipment are working within a lane of travel of an undivided or divided facility, close the
lane according to the traffic control plans, roadway standard drawings or as directed by the
Engineer. Conduct the work so that all personnel and/or equipment remain within the closed
travel lane. Do not work simultaneously, on both sides of an open travel way, within the same
location, on a two-lane, two-way road. Do not perform work involving heavy equipment within
15 feet of the edge of travel way when work is being performed behind a lane closure on the
opposite side of the travel way. Perform work only when weather and visibility conditions
allow safe operations as directed by the Engineer.
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The maximum acceptable drop-off between open lanes of travel is 2 inches. For drop-offs
greater than 1.5 inches but less than or equal to 2 inches, place a 1:1 asphalt wedge between
the lanes of travel. Where a drop-off in a travelway exceeds 2 inches but is less than or
equal to 3 inches the affected lane(s) shall be closed to traffic. Where a drop-off in a
travelway is greater than 3 inches the affected lane(s) shall be closed to traffic and the
drop-off protected with drums. For all drop-offs between open lanes, advance warning
“UNEVEN LANES?” signs (W8-11 at 48’ X 48”) shall be installed 500 feet in advance and
once every half mile where the posted speed is less than 45 mph and once every mile where
the posted speed is greater than or equal to 45 mph throughout the length of the drop-off
area.

The maximum acceptable edge of pavement drop-off is 2 inches. Backfill at a 6:1 slope up to the
edge and elevation of existing pavement in areas adjacent to an open travel lane if the drop-off
exceeds 2 inches at no expense to the Department.

When utilizing a slow-moving operation for such items as pavement marking placement,
pavement marker installation and pesticide spraying, the slow moving operation caravan shall
consist, as a minimum, of the vehicles and devices shown on the Moving Operation Caravan
Detail(s) herein. Traffic cones may be used when necessary to provide additional protection of
wet pavement markings. Ballast all traffic cones so they will not be blown over by traffic.

Submit a sequence of operation for all maps to the Engineer at the first pre-construction meeting
for approval by the Engineer. Approved sequence can not be altered without written permission
of the Engineer.

Notify the Engineer forty-eight (48) hours before milling or resurfacing will interfere with the
existing Signal Loops. Loops may need to be placed in milled surface before resurfacing occurs.
Coordinate all signal loop operations with the Engineer.

Notify the Engineer fifteen (15) consecutive calendar days before resurfacing a bridge or its
approaches. Patch and make repairs to bridge surface and its approaches before resurfacing
occurs. Coordinate all operations on the bridge and its approaches with the Engineer.

Notify the Engineer forty-eight (48) hours before resurfacing the areas of existing pavement that
require patching. Patch these areas before resurfacing occurs. Allow full depth asphalt
patching to cool to the point of supporting traffic without displacement or rutting before
reopening closed lane. Coordinate the resurfacing operations of the patched areas with the
Engineer.

During a resurfacing only operation, bring all newly resurfaced lanes to the same elevation within
72 hours.

For partial or “wheel track” milling operations on two-way, two-lane facilities, mill and pave
back by the end of each work day. For partial or “wheel track” milling operations on multi-lane
facilities, the lane being milled may be left closed and paved back within 72 hours.
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The following options are acceptable during Resurfacing/milling operations on two-way, two-
lane facilities when the entire roadway or entire lane is to be milled:

1) Mill a single lane and pave back by the end of each work day
2) Mill the entire width of roadway and pave back within 72 hours

The following options are available during Resurfacing/milling operations on multi-lane facilities
when all lanes or a single lane in one direction are to be milled:

1) Mill the entire width of pavement for all lanes to be milled in any given direction daily and
pave back within 72 hours.

2) Mill a single lane and pave back by the end of each work day

3) Mill a single lane, leave a lane closure in and pave back within 72 hours.

Slope the pavement at the beginning and ending of the daily milling operation as directed by the
Engineer. Sweep and remove all milled material from the roadway as soon as the daily milling
operation is completed. Maintain all accesses where milling is conducted using suitable backfill
material approved by the Engineer. Continue milling operations until the particular section of
roadway being milled is complete.

Operate equipment and conduct operations in the same direction as the flow of traffic. Do not
cross medians with equipment, except at properly designated interchanges.

Review and record the existing pavement markings and markers prior to resurfacing. Use the
record of existing pavement markings and markers in conjunction with North Carolina
Department of Transportation January 2002 Highway Design Branch Roadway Standard
Drawings to re-establish the proposed pavement markings and markers unless otherwise directed
by the Engineer.

Provide appropriate lighting in accordance with Section 1413 of the North Carolina Department
of Transportation January 2002 Standard Specifications for Roads and Structures when electing
to perform paving at night at no expense to the Department.

Remove existing pavement markers in preparation for paving. Repair any pavement damage due
to existing pavement marker removal prior to the end of the work day. Dispose of existing
pavement markers as directed by the Engineer. No direct payment will be made for this work,
as it will be incidental to the paving operation.

No direct payment will be made for the signing and traffic control items including Truck
Mounted Impact Attenuators (TMIA — see Section 1165 of the NCDOT January 2002 Standard
Specifications for Roads and Structures and January 2002 Highway Design Branch Roadway
Standard Drawings). This work will be considered incidental to the various other bid items in
the Contract. '

R-1Revised
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WBS#: 14CR.10441.1, 14CR.20441.2, 14CR.304404.2, 14CR.304422.2 Haywood County
Date: 11-30-2004
Revised:

TIME LIMITATION FOR PLACEMENT AND REPLACEMENT
OF PAVEMENT MARKINGS AND MARKERS COMPLETED BY CONTRACTORS
ON NEWLY RESURFACED AREAS

MARKING BY CONTRACTOR: DIVIDED AND MULTI-LANE FACILITIES

For all Interstate highways and access ramps, place all markings including symbols and legends,
by the end of each workday's operation.

For all divided and multi-lane facilities, place all center line and lane line markings and railroad
and school symbols by the end of each workday's operation. Place all edge lines, gore lines, and
other symbols within 3 calendar days after they have been obliterated by the resurfacing
operation.

A Multi-lane facility is defined as any roadway having more than two lanes to include a two-lane/
two-way with a center two-way left turn lane.

MARKING BY CONTRACTOR: TWO-LANE, TWO-WAY FACILITIES

For all two-lane, two-way facilities, place all center line markings, railroad and school symbols
within 5 calendar days after they have been obliterated by the resurfacing operation. Place all
edge lines and other symbols within 30 calendar days after they have been obliterated by the
resurfacing operation.

MARKING BY CONTRACTOR: ALL FACILITIES

Place two applications of paint on newly resurfaced asphalt which will remain in place over three
(3) months. Place the second application of paint upon ample drying time of the first, as
determined by the Engineer.

Place Intermediate Paint in one application. If Intermediate Paint will remain in place over three
(3) months, place two applications. The quantity of Intermediate Paint to be paid for shall be the
actual number of linear feet (LF) or each (EA) which have been satisfactorily placed and
accepted by the Engineer. Payment will be made as described in Article 1205-6 Basis of
Payment in the January 2002 Standard Specifications For Roads and Structures.

MARKERS BY CONTRACTOR: ALL FACILITIES

Install permanent pavement markers within sixty (60) calendar days after completing the
resurfacing on each map.

R-4Revised



Contract C201379 o1 Haywood County

PROJECT SPECIAL PROVISIONS
Traffic

WORK ZONE SIGNING: 09-16-03
1- DESCRIPTION.

Install and maintain signing in accordance with Divisions 11 and 12 of the North Carolina
Department of Transportation January 2002 Standard Specifications for Roads and Structures,
the North Carolina Department of Transportation January 2002 Highway Design Branch
Roadway Standard Drawings and the following provisions:

Furnish, install, and maintain advance warning work zone signs and any required lane closure
signing.

Install and maintain general work zone warning signs for resurfacing and/or milling such as
"Rough Road" (W8-8 at 48" X 48") (for milling only), "Uneven Pavement" (W8-15 at 48" X
48"), "Low Shoulder" (W8-9 at 48" X 48"), “Low / Soft Shoulder” (W8-9B at 48” X 48”),
"Unmarked Pavement Ahead" (W16-10 at 48" X 48"), and "Do Not Pass"(R4-1 at 24" X 30").
State Forces will furnish the signs, posts, and hardware. When construction is completed in any
given area of the project, relocate the State furnished signs to the next work site, as directed by
the Engineer. State Forces will remove these signs at the completion of the project.

All work zone signs may be portable.
2- CONSTRUCTION METHODS.
(A) General:

Install all warning work zone signs before beginning work on a particular map. If signs are
installed three days prior to the beginning of work on a particular map, cover the signs until the
work begins. Install each work zone warning sign separately and not on the same post(s) with
any other sign except where an advisory speed plate or directional arrow is used.

(B) Advance warning work zone signs:

Install advance warning work zone signs (see attached Detail(s) and North Carolina Department
of Transportation January 2002 Highway Design Branch Roadway Standard Drawings Nos.
1101.02, 1110.01 and advance signing details) prior to beginning of work and remove upon final
completion of the project. If there is a period of construction inactivity longer than two weeks,
remove or cover advance warning work zone signs. Uncover advance warning work zone signs
no more than 3 days before work resumes. All other operations could be suspended upon failure
to comply with the above requirements. Such suspended operations would not be resumed until
the above requirements are fulfilled.
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Contract C201379 52 Haywood County

(C) Lane closure work zone signs:

Install any required lane closure signing needed during the life of the project (see North Carolina
Department of Transportation January 2002 Highway Design Branch Roadway Standard
Drawings Nos. 1101.02, 1101.11 and 1110.02).

(D) General work zone warning signs:

Install general work zone warning signs for resurfacing and/or milling such as "Rough Road"
(W8-8 at 48" X 48") (for milling only), "Uneven Pavement" (W8-15 at 48" X 48"), “Low / Soft
Shoulder” (W8-9B at 48” X 48”) and "Low Shoulder" (W8-9 at 48" X 48") at 1 mile intervals
starting at a minimum of 500 feet in advance of the condition for both directions of travel
(undivided roadways only) and at any other points determined by the Engineer. State Forces will
furnish the signs, posts, and hardware.

Install the "Low Shoulder" (W8-9 at 48" X 48") or “Low / Soft Shoulder” (W8-9 at 48" X 48")
signs prior to any resurfacing in an area where shoulder construction will be performed. Install
general work zone warning signs such as "Unmarked Pavement Ahead" (W16-10 at 48" X 48")
and "Do Not Pass"(R4-1 at 24" X 30") alternately at 1/2 mile intervals starting at a minimum of
500 feet in advance of the condition for both directions of travel (undivided roadways only) and
at any other points determined by the Engineer. Install signs prior to the obliteration of any
pavement markings.

State Forces will remove these signs at the completion of the project.
3- BASIS OF PAYMENT.
No direct payment will be made for Work Zone Signing as such work will be considered

incidental to the various other bid items in the Contract.

R-2
TRAFFIC CONTROL 01-18-05

Revise the 2002 Standard Specifications as follows:

Article 1089-1 WORK ZONE SIGNS is deleted. Substitute the following:

(A) General:
Rigid sign retroreflective sheeting requirements for Types VII, VIII and IX (prismatic)
fluorescent are described in Tables 1089-A, 1089-B and 1089-C. Cover the entire sign face
of the sign substrate with NCDOT approved Type VII, VIII or IX (prismatic) fluorescent

orange reflective sheeting. Apply the reflective sheeting in a workmanlike manner so that
there are no bubbles or wrinkles in the material.
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Contract C201379 ) o3

Haywood County

Roll-up sign retroreflective requirements are described in Table 1089-D.

1. Work Zones Signs (Stationary)

Use Type VIL, VIII or IX (prismatic) fluorescent orange retroreflective sheeting that
meets the following reflective requirements in Tables 1089-A, 1089-B or 1089-C
respectively. Use approved composite or aluminum for sign backing. Signs and sign
supports must meet or exceed NCHRP 350 requirements for Breakaway Devices.

Table 1089-A
Minimum Coefficient of Retroreflection R, for
TYPE VII Fluorescent Orange Sheeting
(Candelas per lux per square meter)

Observation Angle | Entrance Angle

Table 1089-B
Minimum Coefficient of Retroreflection R4 for
TYPE VIII Fluorescent Orange Sheeting
(Candelas per lux per square meter)

Observation Angle = Entrance Angle

40

0.1° 300 135
0.2° 210 95
0.5° 75 35

Table 1089-C
Minimum Coefficient of Retroreflection R, for
TYPE IX Fluorescent Orange Sheeting
(Candelas per lux per square meter)

Observation Angle = Entrance Angle

0.1° 200 110
- 0.2° 115 65
0.5° 72 41
1.0° 24 14
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2. Work Zones Signs (Barricade Mounted)

Use approved composite or roll-up signs for barricade mounted sign substrates.
Approved composite barricade mounted warning signs (black on orange) must be Type
VII, VIII or IX sheeting which meet the retroreflective requirements of Table 1089-A,
1089-B or 1089-C. Roll-up mounted barricade warning signs (black on orange) must
meet the retroreflective requirements in Table 1089-D. Sign and barricade assembly
must meet or exceed the requirements of NCHRP 350 for Work Zone Category II
Devices.

3. Work Zones Signs (Portable)
Use approved composite or roll-up sign substrates on portable sign stands.
Composite - Use Type VII, VIII or IX (prismatic) fluorescent orange retroreflective
sheeting that meets the following reflective requirements in Tables 1089-A, 1089-B or
1089-C. Signs and sign supports must meet or exceed NCHRP 350 requirements for

Breakaway Devices.

Roll-up Signs - Use fluorescent orange retroreflective roll-up signs that meet the
following reflective requirements:

Table 1089-D
Minimum Coefficient of Retroreflection R4 for Fluorescent
Orange Roll-Up Signs
(Candelas per lux per square meter)

Observation Angle = Entrance Angle

o

0.
0.2° 200 80
0.5° 90 V 34

Use roll up signs that have a minimum 3/16” x 1 1/4” horizontal rib and 38” x 1 1/4”
vertical rib and has been crash test to meet NCHRP 350 requirements and Traffic Control
qualified by the Work Zone Traffic Control Unit.

Add the following after 1089-1(C):

(D) Warranty
Warranty requirements for rigid sign retroreflective sheeting Types VII, VIII and IX are
described in Section 1093-9 (F) and Tables 1089 A, B and C.
Roll-up fluorescent orange retroreflective signs will maintain 80% of its retroflectivity (Table
1089-D) for years 1 — 2 and 50% for year 3.
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Contract C201379 - 0o Haywood County

Rigid and Rollup Fluorescent orange signs will maintain a Fluorescence Luminance Factor
(Yr)* of 13% for three (3) years.

*Fluorescence Testing Method is described in ASTM E2301 Test Methods for Fluorescent
Retro reflective Sheeting.

Rigid and Roll up fluorescent orange signs shall maintain a total Luminance Factor (Y) of 25
for three (3) years and conform to the requirements of Table 1089-E when measured in
accordance with ASTM D4956.

Table 1089-E
Fluorescent Orange colorimetric requirements

Color ! 2 2 X
X y X y X y X y
Florescent 593 0416 0535 0400 0595 0351 0645 0355
Orange ; R
BARRICADES

Article 1089-3(A) General, delete both paragraphs and substitute the following:

Type III Barricades shall be constructed of perforated square steel tubing and/or angle iron.
Provide Type III barricades that use a cross member or stabilization bar and meet the
requirements of NCHRP 350 for Work Zone Category II Devices with composite and roll-up
signs attached.

Use approved composite or plastic barricade rails that have a smooth face and have alternating
orange and white retroreflective stripes that slope at an angle of 45 degrees.

Article 1089-3(C) Reflective Sheeting, delete the first paragraph only and substitute the
following:

Use Type VII, VIII or IX (prismatic) retroreflective fluorescent orange sheeting on both sides of
the barricade rails. The rail sheeting retroreflectivity values shall meet the retroreflectivity
requirements in Table 1089-A, 1089-B or 1089-C and shall be listed on the Department’s
approved product list or accepted as traffic qualified by the Traffic Control Unit.

R7
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Contract C201379 o6 Haywood County

WORK ZONE SIGNS 01-18-05r

Revise the Standard Specifications as follows:

DESCRIPTION

Page 11-5, Article 1110-1 Description

Replace the second paragraph with the following:
Furnish, install, maintain and relocate portable work zone signs and portable work zone sign
stands in accordance with the plans and specifications. When portable work zone signs and
portable work zone sign stands are not in use for periods longer than 30 minutes, collapse
sign stand and reinstall once work begins.

Replace the last sentence in the third paragraph with the following:
Use work zone signs (portable) only with portable work zone sign stands specifically
designed for one another. Work Zone Signs (portable) may be roll up or approved
composite.

MATERIALS

Page 11-5, Article 1110-2 Part (A) General:

Add the following:
Barricade Mounted Signs.......cccoceeviieviiiiiiiiiiiiiiii e e Aticle 1089-3

MATERIAL QUALIFICATIONS

Page 11-5, Article 1110-2 (B) Material Qualifications.

Delete the first sentence in the first paragraph and replace with the following:
Provide portable work zone sign stands, portable signs and sign sheeting which are listed on
the North Carolina Department of Transportation’s approved product list or accepted as
traffic qualified by the Traffic Control Unit.

Page 11-6, Article 1110-2 (B) Material Qualifications

Delete “Traffic Control Section” in the second sentence of the first paragraph and insert “Traffic
Control Unit”.
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Contract C201379 o7 Haywood County

CONSTRUCTION METHODS

Page 11-6, Replace Article 1110-3 Construction Methods

Replace Article 1110-3 (B) Work Zone Signs (Barricade Mounted) with the following:
Mount approved composite or roll-up signs to barricade rails so that the signs do not cover
more than 50 percent of the top two rails or 33 percent of the total area of the three rails.
Signs are to be mounted a minimum of 1’ from the ground to the bottom of the sign.

Replace Article 1110-3 (C) 2. Work Zone Signs (Portable) with the following:

Install portable work zone signs to carry roll-up or approved composite at a minimum height
of 1’ from the bottom of the sign to the ground on two lane-two way roadways.

Install portable work zone signs to carry roll-up or approved composite at a minimum height
of 5° from the bottom of the sign to the ground on multi-lane roadways.

MEASUREMENT AND PAYMENT
No direct payment will be made for Work Zone Signs as such work will be considered

incidental to other bid items in the contract.
RS8

BARRICADES 01-18-05g

Revise the 2002 Standard Specifications as follows:

Page 11- 12, Article 1145-2 Materials, delete the contents and substitute the following:

(A) General
Refer to Division 10:

Barricades. ....ooovvvniiiiii Article 1089-3

(B) Material Qualifications
Provide Type III barricades and barricade rails that are listed on the North Carolina
Department of Transportation’s approved product list or accepted as traffic qualified by the
Traffic Control Unit. For more information on the Traffic Qualification process, contact the
Traffic Control Unit at Century Center Building B, 1020 Birch Ridge Drive, Raleigh, NC

27610; (919) 250-4159, or see the approved product list on the NCDOT web site at:
www.doh.dot.state.nc.us/construction/tc/Apv_Prod/apv_prod.htm

53



Contract C201379 o8 Haywood County

(C) Historical Performance:

Historical performance of Type III barricades and barricade rails will be used in determining
future use of the material by the NCDOT, even if the Type III Barricade is traffic-qualified.
Poor past or poor current performance of Type III Barricades at any site, whether or not
related to a specific contract may be grounds for non-acceptance of a product on any project
under contract.

MEASUREMENT AND PAYMENT
No direct payment will be made for Barricades as such work will be considered incidental to

other bid items.
RO
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WBS#: 14CR.10441.1, 14CR.20441.2, 14CR.304404.2, 14CR.304422.2 Haywood County
Date: 11-30-2004
Revised:

PROJECT SPECIAL PROVISIONS

POLYUREA PAVEMENT MARKING MATERIAL
WITH STANDARD GLASS BEADS

Section 1205-1 DESCRIPTION:

This special provision covers machine applied Polyurea pavement marking material with
both incorporated glass beads and drop-on glass beads. All remaining Articles in Section
1205 shall be as described in the 2002 Standard Specification for Roads and Structures with
the exceptions below.

Section 1205-2 Materials

(A) General

Replace Article (A) with the following:

Section 1087-Articles 1, 3, 5 & 6 (General, Color, Packaging for Shipment, and Storage Life)
shall be as described in the 2002 Standard Specifications for Roads and Structures. The
manufacturer may recommend any remaining information necessary for the placement of
Polyurea pavement markings.

(B) Material Qualification

Replace Article (B) with the following:

Use only Polyurea pavement markings that have been pre-approved by the Traffic Control
Section prior to application. Use both incorporated glass beads and drop-on glass beads
according to the manufacturer’s recommendations in order to meet the retroreflectivity
requirements as stated in Section 1205-3(G)(8) as measured by a LTL 2000, LTL-X or

Department approved 30m mobile retroreflectometer.

Furnish a Type 3 Material Certification and Type 4 Material Certification in accordance with
Article 106-3 as described in the 2002 Standard Specifications for Roads and Structures.

For more information, contact the Traffic Control Section at 919 250-4159.
Section 1205-3 Construction Methods

Section 1205-3(B) (1) General for all Application Equipment: Add the following sentence
after the last paragraph:
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Do not use handliners or any other non-truck mounted pavement marking machme to install
Polyurea pavement markings on long-line applications.

Add the following Section immediately following Section 1205-3(G)(8)
Section 1205-3 (G) (9) Polyurea Application:

Produce Polyurea pavement marking lines that have a minimum dry thickness of 20 mils
(0.50mm) when placed on concrete and asphalt pavements.

Using the Polyurea application equipment, apply the pavement materials simultaneously.
Apply the Polyurea resin, mixed at the proper ratio according to the manufacturer's
recommendations, to the pavement surfaces within the proper application temperatures as
determined by the material manufacturer. Inject reflective glass beads into the molten (liquid)
Polyurea pavement markings.

Apply glass beads according to manufacturer’s recommendations. At the time of installation,
provide in-place marking with the minimum reflectance values shown below, as obtained
with a LTL 2000, LTL-X or Department approved 30m mobile retroreflectometer. Maintain
the retroreflectance values shown below for a minimum of 30 days from the time of
placement of marking material.

WHITE: 375 med/lux/m2
YELLOW: 250 mcd/lux/m2

Produce marking, which upon cooling, is uniformly reflectorized and has the ability to resist
deformation caused by traffic throughout its entire length.

The manufacturer of the Polyurea pavement marking material shall certify the Contractor to
place the material. Provide at least one member of each crew that completed this training.
Furnish the Engineer written confirmation of the training from the material manufacturer
prior to the beginning of work. The manufacturer’s technical representative shall be onsite
during the entire installation of product.

Provide a manufacturer’s technical representative that is knowledgeable and familiar with the
Contractors application equipment prior to the installation of the Polyurea pavement
markings.

Section 1205-3(H)(1) Observation Period for Polyurea Pavement Markings:

Replace the first paragraph with the following:

Thermoplastic, epoxy, and polyurea pavement markings are subject to a 180 day observation
period.

Add the following just before the last paragraph:
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Provide polyurea pavement marking materials that maintain minimum retroreflectance
values throughout the 180 day observation period as follows:

WHITE: 325 mcd/lux/m2
YELLOW: 200 mcd/lux/m2

These measurements will be taken by the Department within 30 days prior to the end of the
Observation Period. The reflectance values shall be taken with an LTL 2000. LTL-X or
Department approved 30m mobile retroreflectometer.

Section 1205-3(I) Removal of Pavement Markings:
Add the following just before the last paragraph:

Do not apply Polyurea pavement marking over existing pavement marking materials having
less adherence than Polyurea. Remove existing lines according to the manufacturer’s
recommendations.

Measurement and Payment:
Measurement and payment shall be in accordance with Section 1205 of the North Carolina
Standard Specifications for Roads and Structures.

Updated 12/30/02
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WBS#: 14CR.10441.1, 14CR.20441.2, 14CR.304404.2, 14CR.304422.2 Haywood County
Date: 11-30-2004
Revised:

COOPERATION BETWEEN CONTRACTORS:

The Contractor's attention is directed to Article 105-7 of the Standard Specifications. Another
Contractor and State Forces may be performing work simultaneously adjacent to or within the
limits of this project. The Contractor on this project shall cooperate with the Contractor and
State Forces working within or adjacent to the limits of this project to the extent that the work
can be carried out to the best advantage of all concerned. SP1G133
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WBS#: 14CR.10441.1, 14CR.20441.2, 14CR.304404.2, 14CR.304422.2 Haywood County
Date: 11-30-2004
Revised:

USE IN CONJUNCTION WITH 2002 STANDARD SPECIFICATIONS

THE FOLLOWING ROADWAY STANDARDS DRAWINGS AS THEY APPEAR IN THE
"HIGHWAY DESIGN BRANCH ROADWAY STANDARD DRAWINGS" - ROADWAY
DESIGN UNIT - N.C. DEPARTMENT OF TRANSPORTATION - RALEIGH, N.C., DATED
JANUARY, 2002 AND THE LATEST REVISIONS THERETO ARE APPLICABLE TO THIS
PROJECT AND BY REFERENCE HEREBY ARE CONSIDERED A PART OF THESE
PLANS:

STANDARD PAVEMENT MARKINGS

ROADWAY STANDARD DRAWINGS: 1205.01, 1205.02, 1205.03, 1205.04, 1205.05,
1205.06, 1205.07, 1205.08, 1205.09, 1205.10,
1205.11, 1205.12

R-5



¥0/€0/ L}

P(3SIAIH
46/10/20 :31vad NOILVLNINITdWI

9 HIAWNN ONIMVHJ

VYINL ONY dvd I
HLIM 3TOIHIA 310IH3A (s) ,008
NOILYDITddY
3L ,
(MOQYHS) NOILD cE) | B

avod AVM-OML1 JNVI-OML NO
wxm%ﬂﬂg>:o ONIMHVYW LN3IW3IAVd ONIOVd

(431Svd HO HdW € HYNIT3IAVHL SNOILlvH3dO)

NVAVHYO NOILvH3idO0 ONIAOW

(8)(w)(eXa)(1)

\

SLINIT
103roud

\

-\
(01)(6)(9) m

)
=
)
=
e
=
v

W) »

(@) v} eXa)(1)

HO ~,Qv3HV INIVd 1M,
440 AVLS INIVd L3M,

013 'SANIT 13m OL
INIOd Ol SMOHHY 38N 081V AVN
J9YSSAN TYNOILYWHOSNI Hyl

ash

AVN

(¢) ,008

SLINIT
133rodd (L) -/+.,00¢
W8 X.8Y 1HON
4SA-9TM | 0t x.72
avaHv 14 anl| ™
INIvd] 0o ( ONIAOW
13IM o1
(e1)
NOIS (e)(@)
IVNOILYNYOANI

F7QIH3A NOILVOITddY IHL 40 LNOHWH
3HL 01 Q3HOVLLY 38 QINOHS NOIS

S3NIT -A-

3INOZ XHOM AVMOVOH NIVW

LEVX.8Y 28X, 8P
e 128 L\ M
BINIHOVW) HO
avoy
(r)(el2)(1)

, 300N NOTLNYD,
("NIN ,08X,08) ,8, 3dAl
“93NVd MOYHV ONIHSYId

“Q3A0dddY

(HdW+08) € 73A31 1S3 0SE-dWHON 38
18NN YINL " (10°G9L} ‘ON QHVANV.LS
AVMAYOH 338) WvE LHDIT ANV

(VIAL) YOLVNN3LLY LOVAWI QILNNOW
NONHL HLIM FTOIHIA NOILOILOHd

HYE LHDIT HLIM
FT0IHIA NOILVOINddY
M0T4 914d4vHl 40 NOILO3WIA

'03A0HddY 1OOON GNV OSE-dUHON
38 18NA SNDIS °NOBIS I18VLHOd

aN3oal

=88 [

IWVES IHL IAVH GINOHS LI

*3dVHS ANOWVYIQ HO HYINONV.LO3Y 38 AVN SNOIS

~MOT3E_NMOHS 310TIHIA NOILVOIddY JHL SV SNDIS ONINHVM IONVAAQY

NOILvH3d0O OL @30V SI IOIHIA av3T Vv 41

:LINIT 033d§ 03150d 3A0EY SITIN (S) JAIJ ONITIAVHL NIHM NOIS
3ZIND0J3Y OL ALITIEV LSIHOLOW SHL NO Q3SVE 38 QINQHS 3ZIS NDIS
, -, 0YOH NI M3HO INTVd,
*9°T ‘0I4103dS ALIALLOV 38 OINOHS"SNBIS TYNOILVWHOdNT

“SYINUYW ONV BNINHVW LNIWIAVA HOJ SWILI Avd 3HL OL
IVINIAGIONI A3HIQISNOD 38 TTIM SIOIAIA TOHINOD OIJdvHL 1V (24)

“HWIINIONI 3JHL A8 G3AOUddY
8V SLHDIT YIMOL HQ/ANY INIHOVM HLIM GILVNINNTII
39 1SNN VUV YHOM 3HL “LHOIN L1V GINHOJH3d SI MHOM 41

"Ov31SNI Q3SN 38 AVW NOOV3E ONILVIOM V Lng
03Wb343dd SI S3TOIHIA 1V NO HvYE LHDIT V 40 3sn
“Q34IND3Y SI SITOIHIA NIIMLIE NOILVOINNWAOO OIavH

"HLBN3T NI S3TIN (S) 3AIJ 0330X3 LON
GINOHS 3INOZ MHOM °3TIW 310HM LX3N OL JOVITIN dn ONNOH

'SQ33N_30NVASIA LHOIS ILVGONOJOY OL GANIHLONIT 38 Nvo
JONVLSIO ‘3ITOIHIA NOILOILOHd ONV NOILYOINddv IHL NI3MLIE 30vVdS
ONIY3LNI NOHd SISIHOLON IN3AJWd OL Q303AN SY FONVLSIA Lsnrav ()

(r4)

(1)

()

(o1
(8)

(8)

'VINL ¥V 3AVH TIVHS 3NV 13AVHL SHL NI 33§

S1STHOLOA ITOIHIA LSHIJ JHL ‘HIAIMOH * (SITOTHIA TYNOILIAAY 3SIHL
NO TYNOILdO 3HV S,VIML) TVIHILYM ONINUWA LNIWIAVd 40 DNIAHQ
31IVLITIOVA OL NYAVHYD MHOM NI 03SN 38 QINOHS S3TOIHAA TYNOILIGQY

'SIONVLSIO LHDIS JAOUIWI OL "9l3 ‘S3AHND
TWOILY3IA ONV TVINOZIHOH HO4 Q3LSNMQY 38 GNOHS BNIOVLS NOIS

"NOIS 40 WoLi08

OL GNNOHD JHL WOHd 1004 (1) 3NO 40 WNWININ V QILNNON

38 GINOHS SNOIS BNINYYM GIONVAGY GILNNOW ANNOHD
"HVELIHOIT HO/ONY TINvd MOHYY ONIHSVI4 3HL 40 LHOIS
m.%wuzo._b: 3HL 0078 LON QNOHS ANV ANNOYD IHL WOHJ L0Od
(1) 3NO 40 WNWININ V Q3INNOW 39 QINOHS SITOIHIA NO SNBIS

"HIINIONI MOHd TVAOHddY HLIM G3ISN 38 NVO NOIS HITTVAS V
‘NOIS ,8% X .8t V LIAIHOHd H30NOHS NO SNOILVLINIT 30VdS dJI
"ONIL33IHS XI HO IITA ‘ITA 3dAL FONVHO INIOS3HONT

HLIM ,8P X ,8% 38 LSNW SNDIS ONINHVM 3ONVAQY 1TV

(SNDIS dN M0Id OL ITOWID 3SN LSNK)
(SNO) NBIS 3OVSSIN 318VIONVHO G3LNNON ANNOHD *a
(SNDIS dN MOId OL ITOHIO LSNK)
SNOIS DNINHVM 3ONVAGY GILNNOW GNNOHD *0
(SHO) NOIS 39VSS3IW 31SVIONVHO GILNNON MONWL ‘@
SNODIS G3LNNON YONHL 'V
'SNOIS BNINWVM 3ONVAQY HO4 Q3SN 38 AVN SNOILO BNIMOT104 3JHL

S31ON TVHINIO

(@)




